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(6) The antenna must be permanently
attached to the device or its removal
must require the use of a special tool.

(b) Portable radiotelephone
transceivers that are already certifi-
cated may be used to satisfy the sur-
vival craft radiotelephone requirement
until October 1, 1993, provided the de-
vice meets the technical requirements
in paragraphs (a) (1) through (3) of this
section.

(c) Survival craft radiotelephone
equipment installed after October 1,
1988, must be certificated to meet the
requirements of this section.

(d) After October 1, 1993, all portable
radiotelephone transceivers that are
used to satisfy the survival craft radio-
telephone requirement must have been
certificated to meet the requirements
of this section.

(e) Portable radiotelephone
transceivers which are type accepted to
meet the requirements of this section
must be identified by an appropriate
note in the Commission’s database.

[51 FR 31213, Sept. 2, 1986, as amended at 63
FR 36607, July 7, 1998]

§80.273 Technical
radar equipment.
The technical requirements for radar
equipment are contained in §80.825.

EFFECTIVE DATE NOTE: At 68 FR 46967, Aug.
7, 2003, §80.273 was revised effective October
6, 2003. For the convenience of the user, the
revised text is set forth as follows:

requirements for

§80.273 Technical requirements for radar
equipment.

(a) Radar installations on board ships that
are required by the Safety Convention or the
U.S. Coast Guard to be equipped with radar
must comply with either the document ref-
erenced in paragraph (a)(1) of this section or
the applicable document referenced in para-
graphs (a)(2) through (4) of this section.
These documents contain specifications,
standards and general requirements applica-
ble to shipboard radar equipment and ship-
board radar installations. For purposes of
this part the specifications, standards and
general requirements stated in these docu-
ments are mandatory irrespective of discre-
tionary language. The standards listed in
paragraphs (a)(1), (2), (3), and (4) of this sec-
tion are incorporated by reference. The Di-
rector of the Federal Register approves this
incorporation by reference in accordance
with 5 U.S.C. 552(a) and 1 CFR Part 51. Copies
of these standards can be inspected at the
Federal Communications Commission, 445
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12th Street, SW., Washington, DC (Reference
Information Center) or at the Office of the
Federal Register, 800 North Capitol Street,
NW. Suite 700, Washington, DC. The stand-
ards referenced in paragraphs (a)(1), (2), and
(3) of this section can be purchased from the
Radio Technical Commission for Maritime
Services (RTCM), Suite 600, 1800 Diagonal
Road, Alexandria, Virginia 22314-2480; tele-
phone 703-684-4481; fax 703-684-4229; email
wtadams@rtcm.org. The standard referenced
in section (a)(4) can be purchased from Inter-
national Maritime Organization (IMO), Pub-
lications, 4 Albert Embankment, London SE1
7 SR, United Kingdom; telephone 011 44 71 735
7611.

(1) Radar installed on or after July 1, 1988,
on ships of 500 gross tons and upwards that
were constructed on or after September 1,
1984, must comply with the provisions of
RTCM Paper 133-87-SC 103-33 including Ap-
pendix A. Title: “RTCM Recommended Per-
formance Specification for a General Pur-
pose Navigational Radar Set for Oceangoing
Ships of 500 Gross Tons and Upwards for New
Radar Installations.” Title of Appendix A:
“General Purpose Shipborne Navigational
Radar Set for Oceangoing Ships Design and
Testing Specifications.”” Document origi-
nally approved by RTCM August 15, 1985 and
revised May 15, 1987.

(2) Radar installed on ships of 1,600 gross
tons and upwards on or before April 27, 1981,
must comply with the provisions of Volume
Il of RTCM Special Committee No. 65 Final
Report; Part Il. Title: ““Performance Speci-
fication for a General Purpose Navigational
Radar Set for Oceangoing Ships of 1,600 Tons
Gross Tonnage and Upwards for Ships Al-
ready Fitted.” Document approved by RTCM
July 18, 1978; effective as FCC requirement
on April 27, 1981.

(3) Radar installed on ships of 1,600 gross
tons and upwards after April 27, 1981 and be-
fore July 1, 1988, must comply with the pro-
visions of Volume Il of RTCM Special Com-
mittee No. 65 Final Report with Change 1 en-
tered; Part | including Appendix A. Title:
“Performance Specification for a General
Purpose Navigational Radar Set for Ocean-
going Ships of 1,600 Tons Gross Tonnage and
Upwards for New Radar Installations.” Title
of Appendix A: “General Purpose Shipborne
Navigational Radar Set for Oceangoing Ships
Design and Testing Specifications.” Docu-
ment approved by RTCM July 18, 1978; effec-
tive as FCC requirement on April 27, 1981.

(4) Ships between 500 and 1,600 gross tons
constructed on or after September 1, 1984,
with radar installed before July 1, 1988, must
comply with Regulation 12, Chapter V of the
Safety Convention and with the provisions of
Inter-Governmental Maritime Consultative
Organization (IMCO) [now International
Maritime Organization] Resolution A.477
(XII1). Title: *“Performance Standards for
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Radar Equipment,” with Annex. Adopted by
IMCO November 19, 1981.

(b) For ships of 10,000 gross tons or more
and any other ship that is required to be
equipped with two radar systems, each of
these systems must be capable of operating
independently and must comply with the
specifications, standards and general re-
quirements established by paragraph (a) of
this section. One of the systems must pro-
vide a display with an effective diameter of
not less than 340 millimeters (13.4 inches), (16
inch cathode ray tube). The other system
must provide a display with an effective di-
ameter of not less than 250 millimeters (9.8
inches), (12 inch cathode ray tube).

(c) Recommendations for tools, test equip-
ment, spares and technical manuals are con-
tained in Part IV of Volume |1l of the RTCM
SC-65 Final Report approved by RTCM July
18, 1978.

Subpart G—Safety Watch
Requirements and Procedures

COAST STATION SAFETY WATCHES

§80.301 Watch requirements.

(a) Each public coast station oper-
ating on telegraphy frequencies in the
band 405535 kHz must maintain a
watch for classes AlA, A2B and H2B
emissions by a licensed radiotelegraph
operator on the frequency 500 kHz for
three minutes twice each hour, begin-
ning at x h.15 and x h.45 Coordinated
Universal Time (UTC).

(b) Each public coast station licensed
to operate in the band 1605-3500 kHz
must monitor such frequency(s) as are
used for working or, at the licensee’s
discretion, maintain a watch on 2182
kHz.

(c) Except for distress, urgency or
safety messages, coast stations must
not transmit on 2182 kHz during the si-
lence periods for three minutes twice
each hour beginning at x h.00 and x h.30
Coordinated Universal Time (UTC).

(d) Each public coast station must
provide assistance for distress commu-
nications when requested by the Coast
Guard.

§80.302 Notice of discontinuance, re-
duction, or impairment of service
involving a distress watch.

(a) When changes occur in the oper-
ation of a public coast station which
include discontinuance, reduction or
suspension of a watch required to be
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maintained on 500 kHz, 2182 kHz, or
156.800 MHz, notification must be made
by the licensee to the nearest district
office of the U.S. Coast Guard as soon
as practicable. The notification must
include the estimated or known re-
sumption time of the watch.
(b) [Reserved]

EFFECTIVE DATE NOTE: At 68 FR 46967, Aug.
7, 2003, §80.302 was amended by revising para-
graph (a) effective August 6, 2003. For the
convenience of the user, the revised text is
set forth as follows:

§80.302 Notice of discontinuance, reduction,
or impairment of service involving a dis-
tress watch.

(a) When changes occur in the operation of
a public coast station which include dis-
continuance, reduction or suspension of a
watch required to be maintained on 2182 kHz
or 156.800 MHz, notification must be made by
the licensee to the nearest district office of
the U.S. Coast Guard as soon as practicable.
The notification must include the estimated
or known resumption time of the watch.

§80.303 Watch on 156.800 MHz (Chan-
nel 16).

(@) During its hours of operation,
each coast station operating in the 156-
162 MHz band and serving rivers, bays
and inland lakes except the Great
Lakes, must maintain a safety watch
on the frequency 156.800 MHz except
when transmitting on 156.800 MHz.

(b) A coast station is exempt from
compliance with the watch require-
ment when Federal, State, or Local
Government stations maintain a watch
on 156.800 MHz over 95% of the coast
station’s service area. Each licensee
exempted by rule must notify the near-
est district office of the U.S. Coast
Guard at least thirty days prior to dis-
continuing the watch, or in the case of
new stations, at least thirty days prior
to commencing service. The Coast
Guard may require any coast station to
maintain the watch temporarily or per-
manently. The Coast Guard may also
require any coast station to remain ca-
pable of either immediately resuming
the watch or providing the Coast Guard
direct dial-up access to the necessary
156.800 MHz transceiver at no charge so
that the Coast Guard can maintain the
watch.



